
HEART OF TEXAS ELECTRIC COOPERATIVE

DISCLAIMER: MEMBER SHOULD CONTACT A LICENSED ELECTRICIAN FOR
PROPER WIRE SIZE

35 FT POLE - 15 FT WITH TRANSFORMER
40 FT POLE - 20 FT WITH TRANSFORMER
45 FT POLE - 25 FT WITH TRANSFORMER

DISPATCH: (254) 840-5100  
APPOINTMENTS: (254) 840-5138  

METAL RIGID ALUMINUM

ALL CONDUCTOR CU/AL COVERED AND SUNLIGHT RESISTANT
COOP WILL NOT CONNECT IF NOT TO NESC CODE
MUST INCLUDE A MAIN DISCONNECT
ALL POWER POLES ARE PROVIDED BY HOTEC, NO EXCEPTIONS
DRIVEN GROUND REQUIRED AT METER

METER LOOP DETERMINED BY POLE SIZE HEIGHT

5 1/2 FT

5 1/2 FT

12 FT MIN

12 FT MIN EYE BOLT

ROOF JACK

SHALL BE RIGID METAL
CONDUIT

SHALL BE RIGID METAL
CONDUIT

DRIVEN GROUND

DRIVEN GROUND

60 INCH TAIL

2 FEET ABOVE ROOF LINE

METER

MAIN

METER

MAIN


